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Landscape, Ramp and New Bench: Plan as Proposed
Scale 1:50

1. DO NOT SCALE FROM THIS DRAWING - USE FIGURED

DIMENSIONS ONLY.

2. READ IN CONJUNCTION WITH ALL OTHER CONSULTANTS /

SPECIALISTS DRAWINGS, REPORT ANY DISCREPANCIES BEFORE

AFFECTED WORK COMMENCES.

3. ALL SETTING OUT DIMENSIONS TO BE CHECKED ON SITE BY

CONTRACTOR BEFORE WORK COMMENCES.

4. THIS DRAWING REMAINS COPYRIGHT OF KEPCZYK PEARCE

SANDERSON LTD. COPY / DISTRIBUTE ONLY WITH CONSENT OF

THE AUTHOR.
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ARCHITECTS, SURVEYORS & HISTORIC BUILDING CONSULTANTS

Address:
Tel: 

75 Wilmslow Road, Handforth, Cheshire SK9 3EN
01625 400103            

T E N D E R     I S S U E

Rev. Initial Comments Date

T 1 AK TENDER ISSUE 22.05.2023

3228

2969

1525

1783

500

45
0

45

14
5

14
4

60
14

4

24

20

500

37
2

95
0

15
0

15
0

1500

150

KEY PLAN
NTS

1500mm wide ramp
Sureset resin bound gravel.
colour to be confirmed.

New ramp kerb, Harlington sandstone

New handrail (colour to be confirmed)

Existing stone retaining wall to be rebuilt to
suit new landscape and ramp.
Allow for 20% new stone to match existing.
Submit sample for Architect approval.

Existing gully to be retained.

Existing first step to
be removed. Use
the salvaged stone
to built the plinth

Existing gully
to be relocated as Structural
Engineer's drawing

NOTE: EXISTING LANDSCAPE TO
BE LIFTED BY APPOX.160mm  TO
SUIT NEW LEVEL THRESHOLD

2937

Oak Bench

1428

500

95
5

Section Through Ramp's Kerb & Handrail
Scale 1:5

Section Through Ramp
Scale 1:5

New Oak Bench: Plan
Scale 1:20

New Oak Bench: Elevation
Scale 1:20

New Oak Bench: Side Elevation
Scale 1:20
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Bench baking

Support legs to handrail to be formed from
20x20mm black polyester powder coated
stainless steel square sections welded to
profiles indicated, and with all visible excess
weld removed. Legs to be secured min.
125mm into mortices cut in the stone
coping sections of the flanking walls, and
resin fixed to Engineer's detail.

60x15mm powder coated steel profiled
handrail with beveled top edge and turned
ends to radius as noted. Handrail to be fully
secured to legs (detail to be agreed).

Ramp surfaces to be 'Permeable Pathway
(SUDS)' by SureSet Resin Bound Paving,
comprising 16mm surface course of SureSet
aggregate (max size 6mm) hand applied
and trowelled to a smooth finish, on 60mm
binder course of  AC 14 open surf asphalt
concrete max 100/150 pen to BS EN 13108-1:
2006, laid in well compacted layers, on
geotextile membrane, on 150mm well
compacted granular sub base Type 3 to
SHW clause 805 or 4/40, 4/20 graded
crushed concrete aggregate  to BS EN12620
blinded with 2/6.3mm graded concrete
aggregate to BS EN12620, laid to falls and
gradients indicated, on geotextile
membrane, on excavated sub grade.

Nominal 300x250mm red sandstone (to
match building masonry) copings to ramp
retaining walls with twice chamfered tops.
All components of walls to be dowelled
together (including to footings) in
accordance with Engineer's details.
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